
SK- 830   Sports Paint 

General Properties: It is a cleaning biological solution against organic formations formed in 
Interior and Exterior walls.  
It is a solution preparing an appropriate surface to paint by providing cleaning and protection of 
the painted in advance or unpainted surfaces with its characteristics penetrating rapidly and 
deeply. Water-based and environment-friendly. 
Application: Interior and exterior walls mineral based surface should be wiped with a dry 
fabric after cleaning with a wet hard wire brush. It is applied at least for 2 times by a brush or a 
roll certainly without reducing with the surface Sk-865.  
Never use by spraying. 
Robyn’s Nano Coat and afterwards Thermal Interior Wall Paint are recommended to prevent 
organic formations by completely dryness of the surface. 
Drying Period (20°C): Waiting period between the layers are for 2 hours.  
Complete Drying : 12 hours 
Consumption: 0,200 kg/  m²  to type and absorbency of the surface. 

SK- 865   Biological Solution /  Stops Mold  

General Characteristics: It is a water-based floor paint made of special type acrylic resin with 
very high abrasion and impact resistance. 
* Grainy structure, it does not slip during use. 
* Water-based and sensitive to humans and the environment. It is odorless. 
* Resistant to atmospheric conditions in all four seasons. 
* UV resistance is high, it does not fade and chalk. 
* Covering, it gives the surface a colorful and rich appearance. 
Areas of Use:  
 * It is applied after primer on all kinds of concrete and asphalt surfaces. 
 * Tennis courts, basketball courts, all outdoor sports ground. 
 * Bicycle and walking paths. 
 * School gardens and playgrounds. 
Application: The floor should not be damp and dusty. Robyn's Binder Primer should be 
applied in 1 layer on absorbent, old or new surfaces to be painted. It is recommended to use 
concrete-facade repair mortar in repairing cracks. 
Sports Floor Paint applied with a roller is thinned with 5% water by weight and applied at least 
2 layers. Recoating after  4-6 hours .   It can be used  after 36 hours. 
Consumption: Depending on the surface, 1 L = 3,75 - 4,65 m²   /   1 US Galon = 40-50 ft² 
Shelf Life: 16 months at room temperature.  
Color: Green, Red, Blue ,Grey.  
Attention! Since the surface to be applied is horizontal, care should be taken that rain, dew 
and frost do not fall on the ground for at least 36 hours (+ 20 C). 

SK- 810   Driveway   Paint / 

General Characteristics: Water-based floor paint made of special type acrylic resin with 
very high abrasion and impact resistance.  Improved water repellence and alkaline 
conditions.  
* Water-based and sensitive to humans and the environment. It is odorless. 
* Resistant to atmospheric conditions in all four seasons. 
* UV resistance is high, it does not fade and chalk. 
* Good Covering, it gives the surface a colorful and rich appearance. 
Usage Areas: Applied after Binder Primer on all kinds of concrete and asphalt surfaces. 
 * Driveways     - Garage floors     - Porches & Patios 
Application: The floor should not be damp and dusty. Robyn's Binder Primer should be 
applied in 1 layer on absorbent, old or new surfaces to be painted. It is recommended to use 
concrete-facade repair mortar in repairing cracks. 
Floor Paint applied with a roller is thinned with 5% water by weight and applied at least  
2 layers. Recoating after  4-6 hours 
It can be used  after 36 hours. 
Consumption: Depending on the surface, 1 L = 3,75 - 4,65 m²   /   1 US Galon = 40-50 ft² 
Shelf Life: 16 months at room temperature.  
Color: Grey , Light Grey, Terracotta, Tile Red,  Beige,  Rich Brown 
Attention!  Rain, dew and frost should not be on the ground for at least 72 hours (+ 20 C). 



SK- 888   Sound Insulation Paint 

SK- 885    Anti Radiation Paint & Primer 
General Characteristics: It insulated radiation up to 18 GHz frequency in the indoor and 
outdoor facades. In addition to its radiation insulation, it is fire retarder thanks to its late 
flammability. It is water based. It is applied on all concrete, wood and metal surfaces. 
Areas of Use : base station towers (GSM, UMTS), television and radio transmitting 
antennas, radars, digital standard wireless telephones (Dect), wireless networks (WLAN) 
and other remote application 
In order to get protection from the electromagnetic areas created by power supply lines, 
power sources and similar sources. To prevent data entry from wireless networks 
(information theft) and the entery into the conference rooms with potential bugs. Science 
and R&D: In protection of the installations and equipment with 
EMI (Electromagnetic Interference) sensitivity, in protection of the sensitive technical 
equipment; in order to guarantee that significant medical data are taken accurately and 
are not changed due to electromagnetic interference (EMI) Electronics Industry (like 
recording studios): In order to reduce induction and interference. Other Applications: 
Schools, Kids Rooms, hotel rooms, hospital rooms and similar. 
Application : It is easily applied by a roll, brush or pistol. Since the main material is 
dense, it is thinned by 10-15% water and applied as coats. The waiting time between the 
coats is 6 hours at 20 C. IZ-510 Binder Primer is applied as a single coat onto the surface 
before the application..  
Afterwards, SK-885 is applied as 2-3 coats.  
The performance increases as the thickness increases.. 
SK-885, which is used as primer, is then painted by any indoor or outdoor facade paint. 
SK-885 can also be used under thermal paint or any heat insulation materials. 
Drying Time (20°C):  Waiting time between the coats is 6 hours. Full Dry : 36 hours   
Performance is provided at least 2 weeks after the application.     
Consumption : 0,250 – 0,300 lt/m2.     Shelf Life: 12 months at room temperature  
Color: Black. It is used as primer.  

Properties: It provides SOUND insulation in the indoor and outdoor facades. In addition to 
sound insulation, it is fire retardant by its delayed flammability features. Water based.  
Applied on all types of concrete, wood and metal surfaces following the application of an 
appropriate primer. 
Areas of Use: It is used at apartments and corridors, Motor and Engine Rooms, Discos and 
entertainment places, Movies, theaters, hospitals and hotels, Schools, in-vehicle coating, 
Military facilities, Shooting galleries. 
It is used for vehicle sound insulation following an appropriate primer at the bridges and 
viaducts. 
Application: It is easily applied by a roll, brush or pistol. Since the main material is dense, it 
is thinned by 10-15% water . Recoating timeis 6 hours. 
 IZ-510 Binder Primer is applied as 1 coat to the surface before the application.  
Then SK-888 is applied up to a thickness of 1-2mm. 
Drying Time (20°C): Waiting time between the coats is 6 hours. Full Dry : 36 hours   
Performance is provided at least 2 weeks after the application.   
Consumption: An are of about 25 m2 is covered with 19 lt.     
Shelf Life: 12 months at room temperature Color: Although produced white as standard, it 
can be produced in any color desired in the order.  

SK- 890    Fly-Insect Repellant Paint 
General Characteristics: It is the water based acrylic emulsion based fly, mosquito and 
insect and bug repellant paint. It is applied on the indoor and outdoor facades.  
It is not harmful for human health.  
Performance lasts minimum for 2 years. 
Areas of Use : It is developed specifically for Middle East, Africa and similar countries 
where the climate is hot. It is used  at all houses, hotels and holiday villages, factories,  
food facilities, hospitals, schools, workplaces where there is collective  living.  
Application : It is easily applied by a roll, brush or pistol. Since the main material is  
dense, it is thinned by 5-10% water.  
IZ-510 Binder Primer is applied as 1  
coat to the indoor and outdoor surface before the application.  
Recoat time is 6 hours at 20 C 
Then, SK-890 is applied as 2 coats.  
Drying Time (20°C): Waiting time between the coats is 6 hours.    Full Dry : 36 hours.   
Consumption : 0,250 /0,300 gr/m2.    Shelf Life: 12 months at room temperature.  
Color: White 


