
Product 
No: 

Product  Name Floor Paints & Coatings  

AP- 900 
 

 
 

Epoxy Penetrating 
Primer 

Solvent Base 
Mix Ratio: 2/1 

 

General Characteristics :  Epoxy Penetrating Primer is a sealer for all types of wood and 
concrete surfaces. Recommended for floor application as a primer. 
Excellent penetration properties and can be recoated with various Derin Epoxy and   
Polyurethane products.  
Reduces the absorbent of the surface. 
Main material is mixed with hardener by 2:1 ratio (weight).   Pot life is 30 minutes at 20°C 
Consumption : 0,100 kg/m² for each layer. (Approximate thickness of 30 Microns of dry film).  

 
 

AP-905 
 
 
 
 

 
Epoxy Self-Levelling 

Primer 
Solvent-free 

Mix Ratio: 2/1 
 

General Characteristics : Two component Epoxy-Polyaminde based Self -Levelling Clear 
primer  
Heavy trafic floor coatings. (Industrial & car park)   Concrete floors, hospital and food industry 
Food  hold and warehouse, human health care areas. 
Roller and trowel application 
Main material is mixed with hardener by 2:1 ratio (weight). Pot life is 45 minutes at 20°C 
Consumption : 0,600-0,800  g/m² for each layer. ( Thickness of 300 Microns of dry film) 

SK- 370 
 
 
 

 
 
 

Epoxy Self-Levelling 
Coating  

Solvent Free 
Mix Ratio: 4/1 

 

General Characteristics : Solvent free epoxy resin based final layer gloss paint.  
Highly resistant to a lot of chemicals, oil and sea water and corrosion.  
Used in plants and industrial sites which require chemical resistance (against thinned acids, 
petrol natural and mineral oils). 
Used in all kinds of metal surfaces, against corrosions on Marine Deck                                                 
Heavy traffic floor coatings. (Industrial & car park)  
Concrete floors , hospital and food industry plants, hotels. 
Food  hold and warehouse, human health care areas. 
Bridges, tanks, pipes and railroads which require precautions against corrosion.  
Before coating use recommended Primer or Undercoat. 
Self-levelling with Roller and trowel application. 
Main material is mixed with hardener by 4:1 ratio (weight). Pot life is 45 minutes at 20°C 
Consumption : 0,600-0,800  kg/m² for each layer. ( Thickness of 300 Microns of dry film).  

 
 

SK-385 
 

 
Epoxy    

Clear  Coat 
Solvent Free 
Mix Ratio: 2/1 

 

General Characteristics : Solvent free epoxy resin based final layer gloss  clear coating.  
Highly resistant to a lot of chemicals, oil and sea water and corrosion. I 
Used in all kinds of metal surfaces, against corrosions on Marine Deck  
Heavy trafic floor coatings. (Industrial & car park)  
Concrete floors , hospital and food industry plants, hotels. 
Food  hold and warehouse, human health care areas. 
Main material is mixed with hardener by 2:1 ratio (weight). Pot life is 45 minutes at 20°C 
Consumption : 0,500-0,600  kg/m² for each layer. ( Thickness of 300 Microns of dry film) 

Sk-808 
 

 
Floor Paint 
Solvent Base 

1k 

General Characteristics : Vinyl  acrylic  resin based, floor paint.  
Extremely well against sun light, destroying effects of the sea and rain waters, petrol, oil and 
grease oil.    
Semi- Gloss , Extra UV  
Concrete floors , light traffic plants and car parks . Pools.                                                                                       
Consumption : 0,400-0,500  kg/m²  in single coat 

 
 
 

SK- 800  

 
 

Traffic Paint   
 Solvent Based  

1k 

General Characteristics : Vinyl  acrylic  and alkyd resin based, a highway line marking paint.  
Extremely well against sun light, destroying effects of the sea and rain waters, petrol, oil and 
grease oil.                                                                                                      
Resistance against the abrasion of heavy traffic  (9 month-30.000 vehicles/day)  
Highways, parking lots, Runways for airplanes and helicopters.                                                                                                                                            
The floors of concrete, asphalt, plants and factories, sports and playing areas.                                                                                                                   
The light reflection can be increased by spraying glass beads on the top coat 
Consumption : 400-500  kg/m² in single coat 

 
 

SK-810 

 
 

Traffic Paint  
Water Based  

1k 
 

General Characteristics : Water based  Poor Acrylic,  traffic marking- floor paint.  
Extremely well against sun light, destroying effects of the sea and rain waters, petrol, oil and 
grease oil.                                                                                                      
Resistance against the abrasion of heavy traffic  (9 month-30.000 vehicles/day)  
Highways, parking lots, Runways for airplanes and helicopters.                                                                                                                                            
The floors of concrete, asphalt, plants and factories, sports and playing areas.                                                                                                                   
The light reflection can be increased by spraying glass beads on the top coat 
Consumption : 300-400  kg/m²  in single coat 


