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Product  Name Industrial Varnish 

 
 
 
 

VR-100 

 
 
 

Yacht Varnish 
Silicone Added 

General Characteristics :  One component Polyurethane based with silicone additive, one 
component, gloss varnish.  
Perfect water repellent characteristic, because of its silicone content.  
Smooth and shiny surface, and does not retain salt and water . 
Does not scratch, protects against fungus, wood worms, and mold It is modified by Nano 
technology. 
Resistant to UV light, weak acids and alkali.  
Consumption :  12-15 m² / L in single coat according to the surface condition.  

 
 

VR-110 

 
Teak Oil 

General Characteristics : Protects the wood against the destructive effects of the sea and 
weather conditions (salt, sun, etc.), it provides impermeability. 
Prevents the formation of fungus, mildew, and extends the life of wood.  
Gives the natural colour to teak and similar wood of high quality.  
Consumption : 6 -7 m² / L in two coats according to the surface condition. 

 
 
 

VR- 200  

 
 

Metal    Varnish  
 1k 

General Characteristics :  One component Acrylic varnish . 
Resistant against  abrasion, shocks, chemicals and UV rays.  
Reduces becoming dirty and doesn’t blacken.  
Transparent varnish for all kinds of wood, copper, aluminum, silver, chrome, galvanization and 
iron surfaces. Because of the anticorrosive  ingredients it contains, it prevents and delays 
molding.  
Consumption:  13-15 m² / L in single layer according to the surface condition.  

 
 
 

VR- 300  
 

 
 

Epoxy  Varnish   
2k 

General Characteristics : Epoxy solvent resin base varnish. 
Resistant to a lot of chemicals, oil, sea water and corrosion.  
Used in plants and industrial sites for metal and floors. 
Less UV 
Main material is mixed with hardener by 2:1 ratio (weight). Pot life is approximately 1 hour 
Consumption : 0,200 kg/m² for each layer. (Approximate thickness of 80 Microns of dry film).  
.  

 
 
 

VR-350 

 
 

Acrylic Polyurethane 
Vanish 

Mix Ratio: 2/1 
 
 

General Characteristics : Two component metal varnish. 
Excellent resistance to the industrial 
Gloss and is resistant to scratches.  
Resistent to UV light, non yellowing.   
Main material is mixed with hardener by 2:1 ratio (weight). Pot life is approximately 1 hour 
Relative Humidity should be less than 90 %RH 
Consumption : 0,200 g/ m² for each layer. (Approximate thickness of 60 Microns of dry film) 

 
 
 

VR- 400  

 
 

Polyurethane   Varnish  
Mix Ratio: 4/1 

General Characteristics : Two component polyurethane varnish. 
Excellent resistance to the industrial and marine environment.  
Superior gloss and is resistant to scratches.  
Modified by Nano technology, resistant to UV light, non yellowing.   
Main material is mixed with hardener by 4:1 ratio (weight). Pot life is approximately 1 hour 
Relative Humidity should be less than 90 %RH 
Consumption : 0,200 g/ m² for each layer. (Approximate thickness of 60 Microns of dry film).  

 
 
 

VR-800 

 
 

Industrial  Varnish 

General Characteristics :  Semi-matte varnish based on water-based poor acrylic resin. 
Interior and exterior wooden works.  
Water repellent, it is resistant to any atmospheric conditions for 4 seasons. 
Protects wood against wearing external factors (fungi, mold, bacteria, sun rays) 
by means of its nano technological structure. 
High resistance to sun rays (UV). 
Water-based and environmental-friendly. It is odorless. 
Ready-to-use, it does not require thinning. 
Consumption: 3 - 5 m² / L in two coats according to the surface condition. 


