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AF-410 
 
 
 

 
 
 

SPC- MAX 
Antifouling 

Long Life 

General Characteristics :  Super Performance  Coating, Self-Cleaning performance Antifouling 
paint with acrylic resin base, comprising high level copper oxide and also strengthened with 
various chlorine rubber resin.  
Environment friendly (Tin-Free). 
Contains a high level of copper oxide. 
Effective a gains all kinds of shell sea organisms, mussels and mosses forming on the parts of 
polyester, sheet iron and wooden boats.  
Adheres very well after Universal Primer. 
Minimum 2 layers are recommended for 1 season, 3 layers recommended for 2-3 seasons.  
Hull speeds up to 35 knots.  
Consumption :  0.400 -0,500 kg/m² for each layer. ( 100-135  micron dry film thickness) 
Colours : Red 

AF-420 
 
 
 
 

 
 

SPC 
Antifouling 

Long Life 

General Characteristics :  Super Performance  Coating, Self-Cleaning Antifouling paint with 
acrylic resin base, comprising copper oxide and also strengthened with various chlorine rubber 
resin.  
Environment friendly (Tin-Free). 
Contains a high level of copper oxide. 
Effective a gains all kinds of shell sea organisms, mussels and mosses forming on the parts of 
polyester, sheet iron and wooden boats.  
Adheres very well after Universal Primer. 
Minimum 2 layers are recommended for 1 season, 3 layers recommended for 2seasons.  
Hull speeds up to 35 knots.  
Consumption :  0.350 -0,450 kg/m² for each layer. ( 100-135  micron dry film thickness) 
Colours : Red 

AF- 450 
 
 

 
 

YUNUS 
Antifouling 
Seasonal  

General Characteristics :  Copper based Antifouling paint with acrylic resin base. 
Environment friendly (Tin-Free).  
AF-450 mainly recommends for  seasonal use for fishermen’s and boats. 

Contains a high level of copper oxide then competitors.  
Effective against all kinds of shell sea organisms, mussels and mosses forming on the parts of 
polyester, sheet iron and wooden boats.  
Adheres very well to wooden, Grp and metal boats after silver primer. 
Hull speeds up to 35 knots.  

Consumption : Approximately  0.300 kg/m² for each layer. ( 90-100 micron dry film thickness) 
Colours : Red - Ocean Blue 

AF- 455 
 
 
 

 
 

TOPICAL 
Antifouling 

Economic 3-6 months 

General Characteristics :  Economic Antifouling paint with acrylic resin base. 
Environment friendly (Tin-Free).  
AF-455 mainly recommends for  economic  use for fishermen’s and boats for 3-6 months. 
Effective against all kinds of shell sea organisms, mussels and mosses forming on the parts of 
polyester, sheet iron and wooden boats.  
Adheres very well to wooden, Grp and metal boats after silver primer. 
Hull speeds up to 35 knots.  

Consumption : Approximately  0.300 kg/m² for each layer. ( 90 micron dry film thickness) 
Colours : Red - Ocean Blue - Black 

AF-490 
 
 
 

 
 
 

UNIVERSAL  
Primer 

General Characteristics : Acrylic resin base and is strengthened with Epoxy resin.  
Therefore, it is an undercoat paint with a highly elastic structure and high anti-corrosive effect.  
Universal Primer has is used on external and internal surfaces of underwater and water level 
parts of polyester, steel and wooden boats.  
Impermeability is high, because of it's resin structure, and it prevents corrosion in steel boats.  
Beside sea vehicles it can be used as an anti-corrosive undercoat paint in metal surfaces  and 
in other industrial locations. 
Strong surface for the final layer paint with antifouling and top coats  
Consumption : 0.200 kg/m² for each layer. ( 30 micron dry film thickness).  
Minimum 2 layers are recommended for new and steel boats. 


