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Product  Name TOP COATS 

SK- 320 
 

 
 
 

Synthetic Top Coat  
High Gloss 
Synthetic 

 

General Characteristics : Modified alkyd based final layer high gloss paint. It is not affected by 
sea water, grease and the sun.  
Bright and elastic. 
Extra UV 
High resistance  oil, salt and diluted acids. 
Used as a final paint for external and internal surfaces in sea vehicles (board and decks) for all 
steel and wooden surfaces.  
Metal Primer is applied to steel surfaces. Synthetic Top Coat is applied at least in 2 layers with 
an interval of 6 hours. The first drying will be within 2-3 hours and the paint does not hold dust 
at this point. The full drying takes 24 hours.  
Consumption : Approximately 10 -12 m² is painted with 1 lt.  
 

SK-323 
 

 
 

Non-Slip  
Deck  Paint 

Synthetic 
 

General Characteristics : Modified alkyd based final layer high gloss paint. It is not affected by 
sea water, grease and the sun.  
Non Slip deck and floors 
Bright and elastic. 
Extra UV 
Used as a final paint for external and internal surfaces in sea vehicles (board and decks) for all 
steel and wooden surfaces.  
Metal Primer is applied to steel surfaces.  
Consumption : Approximately 8 -10 m² is painted with 1 lt.  
 

SK- 350 
 
 

 
 

Epoxy  
Industrial Top Coat 

Solvent Base 
Mix Ratio: 4/1 

 

General Characteristics : Fnal layer gloss paint with Epoxy resin base.  
Resistant to oil, sea water and corrosion.  
Used in plants and industrial sites. Resistant to a lot of chemicals and corrosion,                                                                          
Used mainly Industrial metal surfaces which require chemical resistance (against thinned acids, 
natural and mineral oils),                                                                                                                               
Recommended for offshore environments, refineries, power plants, bridges, buildings, mining 
equipment and general structural steel.                                                                                                                                               
Marine: Outside hulls, exterior and interior areas as a primer or undercoat                                                                                                                               
Matt  -  Less UV 
Consumption : 250 g/m² for each layer. (Approximate thickness of 80 Microns of dry film).  
 

SK- 360 
 

 
 
 

Epoxy  
Marine Top Coat  

Solvent Base 
Mix Ratio: 4/1 

 
 

General Characteristics : Final layer gloss paint with Epoxy resin base.  
Highly resistant to a lot of chemicals, oil, sea water and corrosion.  
Used in plants and industrial sites which require chemical resistance (against thinned acids, 
petrol natural and mineral oils), in concrete and floors, bridges, railroads which require 
precaution against corrosion.  
Bright and elastic 
Recommended for offshore environments, refineries, power plants, bridges, buildings, mining 
equipment and general structural steel.                                                                                                                                               
Marine: Outside hulls, exterior and interior areas as a primer or undercoat                                                                                                                               
Matt  - Good UV. 
Consumption : 250 g/m² for each layer. (Approximate thickness of 80 Microns of dry film).  

SK- 370 
 
 
 

 
 
 

Epoxy Coating  
Solvent Free 
Mix Ratio: 4/1 

General Characteristics : Solvent free epoxy resin based final layer gloss paint.  
Highly resistant to a lot of chemicals, oil and sea water and corrosion.  
Used in plants and industrial sites which require chemical resistance (against thinned acids, 
petrol natural and mineral oils). 
Used in all kinds of metal surfaces, against corrosions on Marine Deck                                                 
Heavy traffic floor coatings. (Industrial & car park)  
Concrete floors , hospital and food industry plants, hotels. 
Food  hold and warehouse, human health care areas. 
Bridges, tanks, pipes and railroads which require precautions against corrosion.  
Before coating use recommended Primer or Undercoat. 
Self-levelling with Roller and trowel application. 
Main material is mixed with hardener by 4:1 ratio (weight). Pot life is 45 minutes at 20°C 
Consumption : 0,600-0,800  kg/m² for each layer. ( Thickness of 300 Microns of dry film).  
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SK-372 
 

 
 

Epoxy 
Metal & Betton Coat 

Solvent-Free 
 

Mix Ratio: 3/1 
 

General Characteristics : Two pack polyamide cured epoxy coating for the protection of Steel 
& Concrete structures against corrosion in industrial and marine environments. 
When applied it is odourless, which makes it an ideal product for use in confined spaces such 
as Water Tanks of the ships and houses, bilges, food tanks, food industries and other human 
health care areas.      
Used in all kinds of metal- Concrete surfaces, against corrosions.                                                  
Resistant against thinned acids, bases and salt solutions.                                                                                     
Adheres very well to the surface, does not crack, puff out or shed.                                     - 
Protection of the outer face of concrete joists on bridges and viaducts.                          
Less UV.                                                                                                                                                 
May used as a casting metarial 
Consumption : 0,500 kg/m² for each layer. ( Thickness of 250 Microns of dry film).  

 
 
 

SK-373 

 
 

4 Health  
Epoxy Hygiene 

Coating 
Solvent-Free 
Mix Ratio: 6/1 

 

General Characteristics :  Epoxy – Polyamine Based / Solvent-free coating.  
This product does not contain dangerous materials.  
When applied it is odourless,  
Ideal product for use in confined spaces human health care areas. 
Water Tanks of the ships and houses. 
Bilges, food tanks, food industries and other human health care areas. 
Hospital, School, Business Centers, Agriculture & Food Industry 
Consumption : 0,500 kg/m² for each layer. ( Thickness of 400-500 Microns of dry film).  

 
 

SK-380 
 
 

 
Epoxy    

Non-Slip Deck Paint 
Solvent Base 
Mix Ratio: 4/1 

 
 

General Characteristics : It is a final layer textured paint with Epoxy solvent resin base.  
Resistant to a lot of chemicals, oil, sea water and corrosion.  
Used in plants and industrial sites which require none slipping surface on floors. 
Non Slip deck and floors 
Bright and elastic. 
Consumption :  0,500 kg/m² for each layer. (Thickness of 250 Microns of dry film).  
 

 
 

SK-400  

 
Epoxy Paint 
Solvent Base 

1k 

General Characteristics :  Epoxy ester resin based paint. 
It is not affected by sea water, a lot of chemicals, grease and the sun.  
Semi gloss, elastic and highly anti-corrosive. Used in plants and industrial sites which require 
chemical resistance (against thinned acids, petrol natural and mineral oils), in concrete,  
Floors, Garege ,pipes and railroads which require precautions against corrosion.  
Consumption : 0,500 kg/m² for each layer. ( Thickness of 250 Microns of dry film) 

 
 
 

SK-420  

 
 

Metal Top Coat 
Solvent Base 

1k 

General Characteristics : Synthetic resin based, rubber modified gloss top coat for metals. 
Resistant to impact and abrasion.  
Dries Quick, Gloss Paint 
Resistant to atmospheric and marine conditions. 
High resistance UV, oil, salt and diluted acids. 
Friction and abrasion strength is high. Its coating and hiding power is high. 
Resistant to a lot of chemicals, oil and sea water and corrosion. 
After appropriate priming, metal works, pipelines, Ship Deck, superstructure, warehouse and 
warehouse. Used outdoors in silos, containers and warehouses. 
Recoating Time (20C): 6 hours  / Complete Drying: 8-12 hours 
Relative humidity should be less than 90 %RH   
Consumption : 0,250 kg/m² for each layer. (Approximate thickness of 80 Microns of dry film). 
 

 
 

SK-478 

 
 

Industrial Top Coat 
Semi Gloss 

General Characteristics : Water based acrylic resin based paint. 
It is not affected by sea water, a lot of chemicals, grease and the sun.  
Semi gloss, elastic and highly anti-corrosive. Used in plants and industrial sites which require 
chemical resistance (against thinned acids, petrol natural and mineral oils), in concrete,  
Floors, Garege ,pipes and railroads which require precautions against corrosion.  
Consumption : 0,300 kg/m² for each layer. ( Thickness of 125 Microns of dry film) 
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SK-560  

 
 

Epoxy Flex 
Solvent-Free 
Mix Ratio: 4/1 

 

General Characteristics : Two pack polyamide cured epoxy coating for the protection of Steel 
& Concrete structures against corrosion in industrial and marine environments. 
Petrochemical plants, pipe lines. Storage Tanks 
Used in all kinds of metal- Concrete surfaces, against corrosions.                                                  
Resistant against thinned acids, bases and salt solutions.                                                                                     
Adheres very well to the surface, does not crack, puff out or shed.                                     - 
Protection of the outer face of concrete joists on bridges and viaducts.                          
Good UV.  
Consumption : 0,600 kg/m² for each layer. ( Thickness of 250 Microns of dry film).  

 
 
 

SK- 835  

 
 

Vynil - Acrylic   
Top Coat   

General Characteristics : It is a Vynil - acrylic based final layer paint. It is not affected by sea 
water, a lot of chemicals, grease and the sun. Semi gloss, elastic and highly anti-corrosive. 
Used in plants and industrial sites which require chemical resistance (against thinned acids, 
petrol natural and mineral oils), in concrete, Aqua Center, floors, bridges, tanks, pipes and 
railroads which require precautions against corrosion.  
Consumption : 0,500 kg/m² for each layer. ( Thickness of 250 Microns of dry film).  

 
 
 

SK-940 

 
 

Acrylic 
Top Coat 

1k 

General Characteristics : It is a Chlorine-rubber based final layer paint. It is not affected by 
sea water, a lot of chemicals, grease and the sun.  
Semi gloss, elastic and  anti-corrosive.   
Used as a final paint for external and internal surfaces in sea vehicles (hold- board-decks) for 
all steel and wooden surfaces.  
Consumption : 0,150 g/m² for each layer. (Thickness of 80-100  Microns of dry film).  

 
 
 
 

SK- 950 

 
 
 

Acrylic   
Industrial Top Coat 

Mix Ratio: 2/1 

 

General Characteristics : A high solids Acrylic&Polyurethane solvent based top coat. Two 
component  finish with an excellent resistance to the Industrial and Marine environment.  
It is used in plants and industrial sites which require marine and chemical resistance (against 
thinned acids, chlorine, petrol natural and mineral oils).                                            
Four seasons atmospheric condition                                                                                                                      
Extra UV resistant, none yellowing.                                                                                               
High Scratch Resistance, excellent weather and alkali conditions.                                                                                                                      
It offers gloss and color retention.                                                                                                                                                                                                                                                                                                  
Bridges, tanks, pipes and railroads which require precautions against corrosion  
Concrete, floors, care park, bridges, tanks, pipes and railroads                                     * Outdoor 
sport centers, bicycle roads. 
Consumption : 0,150 g/m² for each layer. (Thickness of 80-100  Microns of dry film).  

 
 
 
 

SK- 960  

 
 
 

Polyurethane 
Top Coat    

Solvent Base 
Mix Ratio: 4/1 

 
   

General Characteristics :A high solids Polyurethane solvent based top coat.  
Two component  finish with an excellent resistance to the Industrial and Marine environment.                                                           
Superior gloss and colour retention. 
Used in plants and industrial sites which require marine and chemical resistance (against 
thinned acids, chlorine, petrol natural and mineral oils).                                  
Four seasons atmospheric condition                                                                                                           
Extra UV resistant, none yellowing.                                                                                               
High Scratch Resistance, excellent weather and alkali conditions.                                                                                                                      
It offers superior gloss and color retention.                                                                                                                                                                                                                                                                               
Concrete, floors, care park.                          .                                                                             * 
Bridges, tanks, pipes and railroads which require precautions against corrosion and UV 
resistance.                                                                                                                                                                                                                                                                                                                        
Aqua Center, swimming pools  (resistance chlorine), Water Tanks                                                                                                   
Floors, bridges, tanks, pipes and railroads which require precautions  against  corrosion.                                                                                                                       
Outdoor sport centers, bicycle roads. 
Consumption : 0,150 g/m² for each layer. (Thickness of 80-100  Microns of dry film).  

 
 
 

SK-970 

 
 

Polyurethane 
Industrial Top Coat    

Solvent Base 
Mix Ratio: 4/1 

 

General Characteristics : Polyurethane solvent based top coat. Two component  finish with an 
excellent resistance to the Industrial and Marine environment.  
It is used in plants and industrial sites which require marine and chemical resistance (against 
thinned acids, chlorine, petrol natural and mineral oils).                                            
Four seasons atmospheric condition                                                                                                                      
Extra UV resistant, none yellowing.   Gloss                                                                                            
High Scratch Resistance, excellent weather and alkali conditions.  
Bridges, tanks, pipes and railroads which require precautions against corrosion                                                                                                                                                                                                                                                                                                                     
Concrete, floors, care park, bridges, tanks, pipes and railroads                                     * Outdoor 
sport centers, bicycle roads. 
Consumption : 0,150 g/m² for each layer. (Thickness of 80-100  Microns of dry film).  


